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Pneutorque® PTME-72
Overview
 
Designed to meet the needs of the commercial
vehicle market, the integrated nose extension of
the PTME-72 series of tools reaches recessed wheel
bolts whilst the 72mm diameter gearbox handles
the high frequency of use demanded by busy tyre
shops.
IC and EC tools have an accuracy of ±2%
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PTME-72 Series - Stall Tools - Bi Directional

SKU Description

18140.B06 3/4” sq. dr. 200 - 1000 N·m, 147 - 738 lbf·ft

18149.B08 1” sq. dr. 200 - 1000 N·m, 147 - 738 lbf·ft

18141.B08 1” sq. dr. 400 - 2000 N·m, 295 - 1475 lbf·ft

PTME-72 Series - Shut Off - Bi Directional - Internal

SKU Description

18142.B06 3/4” sq. dr. 200 - 1000 N·m, 147 - 738 lbf·ft (IC)

18143.B08 1” sq. dr. 400 - 2000 N·m, 295 - 1475 lbf·ft (IC)

PTME-72 Series - Shut Off - Bi Directional - External

SKU Description

18144.B06 3/4” sq. dr. 200 - 1000 N·m, 147 - 738 lbf·ft (EC)

18145.B08 1” sq. dr. 400 - 2000 N·m, 295 - 1475 lbf·ft (EC)
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